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 LaunchTime-PRO: Tracing Action and Live Previews 1.2.61 Screenshots: 21. Field of the Invention The present invention
relates to a method of reducing interference between terminals in a multi-cell communication system. More particularly, the
present invention relates to a method of reducing interference between terminals belonging to different cells in a multi-cell

communication system in which communication among terminals belonging to the different cells is performed in an
asynchronous manner. 2. Description of the Related Art In a multi-cell communication system, interference may be caused

between terminals belonging to different cells during transmission and reception of control messages, among other purposes. In
a case where a base station belongs to one cell, interference may occur between terminals belonging to other cells, thereby

affecting control and data transmission/reception. In particular, in an asynchronous multi-cell communication system, terminals
belonging to different cells may exchange control messages and perform communication in an asynchronous manner. Therefore,

it is required to reduce interference between terminals belonging to different cells. FIG. 1 illustrates a conceptual diagram of
interference caused between terminals belonging to different cells in an asynchronous multi-cell communication system.

Referring to FIG. 1, it is assumed that interference is caused between terminals B1, B2, B3, and B4 belonging to cells 1 and 2,
respectively. In particular, it is assumed that the terminals B1, B2, B3, and B4 perform communication with each other

asynchronously. For example, as illustrated in FIG. 1, terminals B1 and B4 are communicating with each other asynchronously,
and the terminals B2 and B3 are communicating with each other asynchronously. In addition, it is assumed that the terminals
B1, B2, B3, and B4 exchange control messages such as a DCH Acquisition request message. Therefore, it is assumed that the
terminals B1, B2, B3, and B4 transmit the DCH Acquisition request message at the same time, thus causing interference with
each other. As a result, interference is caused between the terminals B1, B2, B3, and B4. Therefore, the terminals B1, B2, B3,

and B4 cannot acquire normal communication with each other. Therefore, there is a need for a method of reducing interference
between terminals belonging to different cells in a multi-cell communication system in which communication among terminals

belonging to the different cells is performed asynchronously.Association of interleukin 82157476af
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